CLAIMS 



1 1. Hydraulic door drive, in which a working piston can be moved 

2 hydraulically against the force of a spring and in which the spring force of the spring can be 

3 adjusted, characterized in that the spring force is adjusted hydraulically. 

1 2. Hydraulic door drive according to Claim 1, characterized in that the spring 

2 (5) is supported against a hydraulically movable auxiliary piston (6). 

1 3. Hydraulic door drive according to one of the preceding claims, characterized 

2 in that the end of the spring (5) facing away from the auxiliary piston (6) is supported against 

3 the working piston (2). 

1 4. Hydraulic door drive according to one of the preceding claims, characterized 

2 in that the working piston (2) and the auxiliary piston (6) are located in a common piston space 

3 (1). 

1 5. Hydraulic door drive according to one of the preceding claims, characterized 



2 in that a first pressure space (7) is provided in the piston space (1) on the side of the working 

3 piston (2) facing away from the spring (5), and a second pressure space (8) is provided on the 

4 side of the auxiliary piston (6) facing away from the spring. 

1 6. Hydraulic door drive according to one of the preceding claims, characterized 

2 in that the two pressure spaces (7, 8) are connected to the same hydraulic circuit. 

1 7. Hydraulic door drive according to one of the preceding claims, characterized 
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2 in that the working piston (2) cooperates with a position transducer, especially an incremental 

3 rotary transducer (14). 

1 8. Hydraulic door drive according to one of the preceding claims, characterized 

2 in that a pump (12), which can be driven by a motor (1 1), is provided in the hydraulic circuit, 

3 and a power and control unit (14) is also provided. 
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